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PROJECT DESCRIPTION | EQUIPMENT LIST A" | FQUIPMENT LIST "B 3 |uo | SEETITLE |5ge]see

GENERAL | -~ SHEET
THIS PORTION OF THE PROJECT INVOLVES THE INSTALLATION OF ADDITIONAL TRAFFIC CONTROL | - B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
SIGNAL EQUIPMENT AT THE MD 704 (MARTIN LUTHER KING JR. HWY.) AND LOTTSFORD VISTA ROAD/ A. EQUIPMENT TO BE SUPPLIED BY THE ADMINISTRATION -
BUSINESS PKWY. INTERSECTION IN PRINCE GEORGES COUNTY. MD 704 IS ASSUMED TO RUN IN AN - | CATEGORY  SPEC
EAST-WEST DIRECTION. CATEGORY SPEC, .
_ CODE NO. SECTION QUANTITY DESCRIPTION CODE NO. SECTION QUANTITY DESCRIPTION
INTERSECTION OPERATION
| 960015 84 5 EA. 12 IN.1WAY 3 SECTION (R,Y,G) ADJUSTABLE POLYCARBONATE VEHICLE 04225 104 160 L.F. 6 IN. WHITE REMOVABLE PREFORMED PAVEMENT MARKING TAPE

~ THIS INTERSECTION IS TO CONTINUE TO OPERATE IN A NEMA SIX-PHASE, SEMI- SIGNAL HEAD WITH SPAN MOUNTING HARDWARE AND TUNNEL VISORS

TRAFFIC-ACTUATED MODE. | - | - - | 114245 104 130 L.F. 24 IN. WHITE REMOVABLE PREFORMED PAVEMENT MARKING TAPE
| 12 IN.1 WAY 5 SECTION (R,Y,G,YA,GA) ADJUSTABLE POLYCARBONATE |
CONTROLLER REQUIREMENTS | 960020 . 8l4 2 EA. IIIIES%%E SIGNAL HEAD WITH SPAN MOUNTING HARDWARE AND TUNNEL 203030 205 | C.Y.  TEST PIT EXCAVATION
THE EXISTING CONTROLLER AND CABINET ARE TO BE UTILIZED.. 801004 80l 465 C.Y.  FURNISH AND INSTALL CONCRETE FOR SIGNAL FOUNDATION
96006 814 | EA. 12 IN.1 WAY 3 SECTION (R,Y,G) SIGNAL HEAD WITH POLE MOUNTING |
SPECIAL’ NOTE HARDWARE AND TUNNEL VISORS | 80250 810 10 L.F, FURNISH AND INSTALL NO. 6 A.W.G. STRANDED BARE COPPER GROUND WIRE
INTERSECTION SHALL BE MAINTAINED. THE SAMPLING LOOPS ON WESTBOUND MD 704 WEST OF | - | EACH R 3-5(L) {30"X36"
THE INTERSECTION SHALL BE MAINTAINED. | : - 805125 805 30 L.F.  FURNISH AND INSTALL 2 IN. SCHEDULE 40 RIGID PVC CONDUIT - TRENCHED
: 900000 810 | EA. 8 IN./ 12 IN.1 WAY 5 SECTION (8'R,Y,G - 12" YA,GA) ADJUSTABLE -

- - POLYCARBONATE VEMICLE SIGNAL HEAD WITH SPAN MOUNTING 805135 805 365 L.F. FURNISH AND INSTALL 3 IN. SCHEDULE 40 RIGID PVC CONDUIT - TRENCHED.

UTILITY NOTE | HARDWARE AND TUNNEL VISORS B
805150 805 55 L.F. FURNISH AND INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT - SLOTTED

72 HOURS PRIOR TO ANY WORK ON THE TRAFFIC SIGNALS, THE CONTRACTOR SHALL NOTIFY THE
DISTRICT 3 TRAFFIC SECTION REPRESENTATIVE, MR. RICHARD BUETTNER (301-5i3-7316) AND THE SIGNAL
OPERATIONS SUPERVISOR, MR. EDWARD RODENHIZER (410-787-7652).

e AL NBEFGEO0, 40 OVERIID LTLTES SIOW O IESE PLAKS M screwaTc M0, 1) ~sssoe———s4—— ' e
BE MODIFIED PRIOR TO AND DURING CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR _ | | . | 8H00! | 8i1 ?%EA. FURNISH .AN_D. INSTALL ELECTRICAL HANDHOLE.
NOTIFYING ALL UTILITY COMPANIES PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED

P
1
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N THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN_THE UTILITIES AND THE _ , ' 813015 813 8 SF.  INSTALL OVERHEAD SIGN
TRAFFIC_ SIGNAL EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE APPROPRIATE |
PROJECT ENGINEER IMMEDIATELY. 837001 804 | EA. FURNISH AND INSTALL GROUND ROD - % IN. DIAMETER X 10 FT.LENGTH
860015 814 5 EA. INSTALL 12 IN.1 WAY 3 SECTION (R,Y,G) POLYCARBONATE SIGNAL HEAD -
\ | | SPAN MOUNT
WIRING DIAGRAM | 860020 84 2 EA. INSTALL 12 .1 WAY 5 SECTION (R,Y.G,YA,GA) POLYCARBONATE SIGNAL HEAD -
o SPAN MOUNT
86006 814 | EA. INSTALL 12 IN.1 WAY 3 SECTION (R,Y,G) SIGNAL HEAD - POLE MOUNT
860265 814 3EA.  RELOCATE EXISTING SIGNAL HEAD
861107 80 53 LF.  FURNISH AND INSTALL ELECTRICAL CABLE - 5 CONDUCTOR (NO.I14 AW.0)
8608 80 175 LF.  FURNISH AND INSTALL ELECTRICAL CABLE - 7 CONDUCTOR (NO. 14 A.W.G.)
861116 810 52 LF.  FURNISH AND INSTALL ELECTRICAL CABLE - 2 CONDUCTOR (NO.14 AM.G.
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(J ] | PH A S E D ’ AG R A M 866104 818 | EA. FURNISH AND INSTALL 20 FT.LIGHTING ARM ON SIGNAL STRUCTURE

% G, M, P, 8 BG,J,P.8 |
5G,PR 869101 819 252 LF.  FURNISH AND INSTALL STEEL SPAN WIRE - /4 IN. DIAMETER
/ :
; \ \é ga% g_ 2 3 4 5 7 8 T - 869102 89 252 L.F. FURNISH AND INSTALL -STEEL SPAN WIRE - 3 IN. DIAMETER
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. ! ] —r | ® 800000 05 2 LF.  FURNISH AND INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT-TRENCHED
FOR INTERCONNECT | G | s S SO ED © PO O © O ©® © ©C 800000 813 3 EA.  RELOCATE EXISTING OVERHEAD SIGN
TO FORBES BLVD. NV st 5oL LI [R el [t [R IR IR [R IR R R | o S
: e | + 5 CHANGE TO PHASE | + 6, PHASE 2 + 5 OR PHASE 2 + 6 " : I 800000 814 | EA. INSTALL 8 IN./I2 IN.1 WAY 5 SECTION (8"R, Y G- 12* YA,GA) POLYCARBONATE
PHASE 1 + & <2 e ]G IR IR [RIR IR IR IR [R IR I : SIGNAL HEAD - SPAN MOUNT
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